
Refer to your Owner’s Manual for complete instructions. 


Q If you are using a VCR, 

Connecting the Controller connect it to TV/Monitor\ 


You can find 
complete 
connection 
instructions in 
“Connecting cam/ 
the Controller select, 
to Cameras, select 
TV/Monitor, 

VCR, and 
Power” on 
Page 5 and 
“Connecting 
the Controller 
to an External 
Alarm” on 
Page 6 of your 
Owner’s 
Manual. 


PIR 



intercom 


IR Cable 


Q Connect directly to TV/Monitor (or to VCR connected to 
TV/Monitor as in Steps© an(© ) 


Connect to external alarm 


Using the Menu 



Controller Rear View 


4. To set the PIR mode for one or more connected cameras, repeatedly press CAM/SELECT/ 
SELECT on the controller until Ofl or OFF flashes beneath the channel number for the 
camera you want. Then press VCR/SET to change that setting. 

To set the PIR mode for all connected cameras, set PIR to ON to turn on PIR mode for all 
cameras or set PIR to OFF to turn off PIR mode for all cameras. 

5. To set the other displayed options, repeatedly press AUTO/MANUAL/NEXT until the cursor 
moves next to the option you want. Then repeatedly press VCR/SET until the option you 
want appears. 

6. When you finish, repeatedly press AUTO/MANUAL/NEXT until the cursor moves next to 
Exit. Then press VCR/SET. 

Using VCR Recording Mode 

1 . Set the controller to use the remote learn function (see “Setting Remote Learn” on Page 8 of 
your Owner’s Manual). 

2. Insert a tape into your VCR. Then set the PIR mode for each camera you want to record 
from to On (see Step 4 above) or set PIR to ON to set the PIR mode for all cameras. 

3. Press VCR/SET. LEARN/VCR lights. When the controller receives a PIR signal from a 
connected camera, it turns on the VCR and sets it to record from that camera for the 
amount of time you set (10 to 60 seconds). 

4. When the preset recording time ends, the controller automatically stops recording. 


1 . Turn on the TV/monitor and set it to its video mode or 
the output channel of the VCR connected to it. 

2. Turn on the VCR and set it to its audio/ 
video input mode. 

3. Hold down AUTO/MANUAL/NEXT for about 
2 seconds. The setup menu appears on 
the TV/monitor’s display. 
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Using Auto/Manual Scan 

The controller is preset to automatically scan each connected camera for 3 seconds. To turn 
on manual scan, repeatedly press AUTO/MANUAL/NEXT until AUTO/MANU turns off. Then 
repeatedly press CAM/SELECT/SELECT to select each connected camera. To turn on 
automatic scan, repeatedly press AUTO/MANUAL/NEXT until AUTO/MANU turns on. 

Using the Intercom 

To communicate between the controller and a connected camera, speak into the microphone on 
the front of the controller while holding down INTERCOM. Release INTERCOM to hear the reply. 
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